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XOVI Part Numbering Sysfem
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tiE el XDVI—S1—24—1-003

P: PLUG
S+ SOCKET PIN PLATING
1: .J"l:. 1: GOLD FLASH 6 : Au 30u” PLATING
2:Sn/Pb PLATING 7 : HALF Ni AND Sn/Pb PLATING
2: == 3:ALLAUPLATING g AL Au 30u” PLATING

4:AuSU"PLATING g : ag PLATING
5: Au 15u” PLATING

36.80£0.20———

32.51£0.15——— .

24.03+£0.10 NOTE:
PIN 1~ 17.78 ——17.90+0.38 — 1. MATERIALS

13.335 6.5040.25 . INSULATOR: GLASS REINFORCED THERMOPLASTIC UL94V—0.

4 1.905 274 1 fF . CONTACT: PHOSPHOR BRONZE.
1.905 b N PLATING: GOLD ON CONTACT AREA AND TIN/LEAD ON
s A obs  70p SOLDER TAIL ALL WITH NICKEL UNDERPLATING.
O = ), £0.20 +0.90 . METAL BOARD LOCK: COPPER ALLOY WITH TIN PLATING.
495 | I \ J) . SHELL: ZINC ALLOY.
N \ 1 1
I INNRRRA [ 2802030 [ T 2800.38 2. ELECTRICAL
1.905 Typ — — . VOLTAGE RATING: 250 VAC (R.M.S.)
#4?33523'0 ‘ : . CURRENT RATING: 1.5 AMP.
2.25%0.25 . INSULATION RESISTANCE: 2000 M QMIN.
30.73+0.25 . DIELECTRIC WITHSTANDING VOLTAGE: 500 VAC (R.M.S.)
PIN 24 . CONTACT RESISTANCE: 20mQ MAX. (INITIAL)
3. ENVIRONMENTAL
. TEMPERATURE RANGE: —55°C TO +85°C
4. ALL DIMENSION ARE IN mmsS.
36.96
(THE CONN. KEEP OUT AREA) J— 5. GENERAL TOLERANCE: +0.25mm.
okt 1 Fos 133;’2-73 6.UNSPECIFIED TOLERANCE: .XX £0.13[0.005]
$0.90+0.05 X24 —| - |—1.965 X £0.25[0.01]

1.905 ™
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T &) 0000000 + 11.00 0.75
1.905 CKT 24
5.23 #1.93+0.05 X2 | 2.25 >< CONNECTING
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